

















Cable Modem Status

* Refresh
Click “Refresh” to update result.
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Downstream

2 Cable Mot Downstream - Microsoft Int 3t Explorer
Fle Edb  View Favorbes Tools Help &
- O A @ A - . B - J% &
Qe - ) (x] (&) €0 Osech lpravnes @meds &) (I- 5 B - | @ 3
Address | @8] http:f(192. 168, 100.1/CmDnstraam. asp "| Go
AMBIT -
Broadband
LOGOUT | MODEM |
CABLE MODEM Cable Modem Downstream
+Information
= Downstream Lock : Mot Locked
+Status
+Downstream Downstream Channel Id @ 0
Ipsiream Downstream Frequency !
tream Burst
s e Downstream Modulation @ unknaown
«Operation Config.
+Event Log Downstream Symbol Rate Unknown
Downstream Interleave Depth ! 128
Downstream Receive Power Level ! -23,6 dBmV
Dawnstream SNR @ 23,5 dB
Q]hl:h::mgz.lsa.lnn.lJ'CmDrsheun.ap © Internet

& D:iUser's Guides\U10..

+ Refresh
Click “Refresh” to update result.
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Upstream

2 Cable Modem Upstream - Microsoft Internet Explorer
Fle Edb View Favorkes Tools Help &
Q- © @ B G Povecr rron @nse @3- 5 B-LI 2D B
Address |§| http: {192, 168.100.1/Cmiipstrean, asp "| Go
AMBIT I
Broadband

LOGOUT | MODEM |

CABLE MODEM Cable Modem Upstream
«Information

= Upstream Lock : Mot Lockad
«Status
«Downstream Upstream Channel ID : g
«Upstream

Upstream Frequency :

«Upstream Burst
«Operztion Config. Upstream Modulation : QPSK
«Event Lo
3 Upstream Symbol Rate : 0 Ksym/sac
Upstream transmit Power Level | 8.3 dBmy
Upstream Mini-Slot Size | 0
Refresh
ﬂhttp:HIQZ.l&B.IUU.IJ'Cl'rl.hdraun.aq:l ® Internet

_"',' start & D:\User's Guidesil

* Refresh
Click “Refresh” to update result.
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Upstream Burst

2 Cable Moder Upstream Burst - Microsoft Ir i Explorer
Fle Edb View Favorkes Tools Help &
Q- © @ B G Povecr rron @nse @3- 5 B-LI 2D B
Address |§| htbp: (192, 168.100.1 /CripBurst asp "| Go
AMBIT I
Broadband

LOGOUT | MODEM |

CABLE MODEM Cable Modem Upstream Burst
«Information

«Status Madulation Type

«Downstream Differentizl Encoding

«Upstream Preamble Length

Preamble Value Offset
FEC Error Correction (T)
FEC Codeword Information Bytes (k)

«Upstream Burst
«Operztion Config.
«Event Log Scrarmbler Seed
Maximum Burst Size
Guard Time Size

Last Codevord Length
Scrarmbler on/off

QJ http:/ /192,168,100, 1/CmlpBurst, asp © Internet

* Refresh
Click “Refresh” to update result.
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Operation Parameters

2 Cable Mot Operation Configuration arnet Explorer
Fie Edit  View Favorites Tools Help _,a-
O+ © (A @G Powor frroens @ @ -5 B- LA DB

¢ Address 48] http:ff192. 168, 100.1/CmOpConfig. asp "| Go

AMBIT i

Broadband

LOGOUT | MODEM |

CABLE MODEM Cable Modem Operation Configuration
sInformation Natwork Access : Danlad
+Status

«Downstream Maximum Downstream Data Rate u}

sUpstream Maximum Upstream Data Rate i

+«Upstream Burst

Y Maximum Upstream Channel Burst ¢ 0
+Operation Config.

«Event Log Maximum Number of CPEs : -1
Modarn Capability « Concatanation Enabled, Fragamatation Enabled,
PHS Enabled
ﬂI'm:mgz.lsa.mn.n'CmOpCuﬁu.asp © Internet

-
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Event Log

2 Cable Modem - Event | og - Microsoft Internet Explorer

Fle Edt View Favorltes Tools Help 4

Qe - ) (x] (&) €0 Osech lpravnes @meds &) (I- 5 B - | ﬁ @ 3

Address |§| http: (192, 168, 100.1/CmEventt og.asp "| Go
5 -

Broadband

LOGOUT | MODEM |

CABLE MODEM Cable Modem Event Log
+Information

«Status

«Downstream

+Operation Config.

«Event Log

| Refresh | | Clear Log |

] Done © Internet

& D:iUser's Guides\U10.. “_E. uioco 5 <3 Cable Modem - Event.,

+ Clear Log
Click “Clear Log” to empty event log.
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